SPARKLE

Stylish and cosy

Are you looking for stylish accommodation for couples? Sparkle is the answer. A compact
glamping tent where your guests can relax on the wooden veranda with a drink in hand and
enjoy a good night's sleep after spending the day in the great outdoors.

The Sparkle is perfect for a romantic break, but it also makes an excellent choice for cyclists and
hikers, who need a practical, yet comfortable, base.

It is sturdy, with a wooden frame and it has an ideal standing height. To save you time, the Sparkle
needs little maintenance and can stay outside during the winter months. If you need extra
accommodation for large groups, this model can be used in combination with one of our other
bigger lodges, such as the Sunrise.

@ Surprisingly stylish at a low entry-level price for optimal ROI
® Practical, yet comfortable, with room to stand up
& Perfect as an add-on to other lodges

@ Ready to move in, so you can host guests immediately
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FLOORPLAN SPARKLE

Dimensions Features
Inner tent 7.5 m? 25x3m # Guests 2
Veranda 3m? 25x1.2m # Bedrooms 1
Total surface 10,5 m? 25x42m Bathroom No
Footprint 20 m? 39x52m Kitchen No
Floorplan 2D
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PHOTOS SPARKLE




SPECIFICATIONS SPARKLE

Elements

PVC Roof

Canvas inner tent

Fixing

Construction

Colour

Beige
Brown
Green

Beige

Specifications

UV and flame retardant PVC 650gr/m?.

The PVC is easy to clean and meets the stringent
European, British and American fire regulations
(M2, B1 and DIN 4102 standard).

Flame retardant and Royal Ten Cate Campshield
420gr/m? with the same unique breathability

as cotton. In 2009 Ten Cate outdoor Fabrics
introduced an innovative fabric with inherently
flame retardant properties. The fibers in this fabric
provide extra security and protection. It is scorch,
glow and spark resistant. Textile material that is
flame retardant has an inhibiting effect on the
occurrence of fire and slow fire spreading.

The Royal Ten Cate Campshield meets with the
strict standards of the European, Britisch and
American fire regulations. The Campshield of Ten
Cate is designed for year round use (summer-
winter). It will remain in perfect condition, in all
kind of weather standards for many years and is
water and dirt repellent.

The windows are double layer made of mosquito
net and transparent PVC. They can be closed with
roll downs blends.

The inner tent hanging system is a unique system.
It has point loading, so the weight is distributed
by multiple fixing points across the surface of the
structure.

The connectors of the construction are made from
2.9mm hot dipped galvanized steel.

The poles have a dia of 80 or 100mm.

Technical standards

BS 7837

DIN 4102 - Class B1

M2 Classification NFP 92-503

EN 13501-1 B-s3, dO

Total weight DIN and 1SO 2286-2 - 650 gr/m?

BS 7837: 1996

DI'N 4102 part 1 - 19980f Class B2
M2 Classification NFP 92-503 (1995)
CSE RF 1/75/A (1984)

Comfort CPAI 84

Water- and dirtrepellent

Weight 420gr/m? + 5%

Safari Tents NZ are the distributors
for Yala Canvas Lod n New
Zealand and the Pacific Islands.




